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DETAIL B-B

STIFFENERS MINIMUM SECTION PROPERTIES

APPROX.

I(IN. ^4) S(IN. ^3) AREA(IN. ^2) WT.(

LB.

FT.

)

TOP WALE CAP 31.75 7.11 3.48 12

FACE WALE           41.59 8.98 4.46 15

ANCHOR SIZE

ANCHOR NUMBER OF

HxW OR HxW STRENGTH (LB.) BACK-UP BEAMS

2x2 15,500 1

2x3 3x2 23,250 1

2x4 4x2 27,600 1

2x5 5x2 32,000 2

3x3 15,500 1

3x4 4x3 32,000 2

3x5 5x3 32,000 2

4x4 23,500 2

4x5 5x4 29,350 2

5x5 21,450 2

MAXIMUM DESIGN STRENGTH OF DEDMAN UNIT - SERVICE LOADS

GENERALLY LIMITED BY SOIL STRENGTH

METRIC

SHEETING

ANCHOR

ROD

10-Ga ALUMINIZED STEEL

TYPE 2 OR GALVANIZED

WALE CAP (10'-7 1/4" LONG)

2 3/4" X 2 3/4" X 1/4"

BEARING PLATE

5/8" X 1 1/4" BOLT - TO EACH

PIECE OF SHEETING

5 3/4"

8"

3 1/4"

8 1/2"

SCALE : 3/8"=1'-0"
DETAIL TOP WALE CAP1
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2 3/4" X 2 3/4" X 1/4"

BEARING PLATE

5 Ga HOT-DIP

GALVANIZED FACE WALE

(10'-7 1/4" LONG)

2 1/2"

7 7/16"

3 1/2"

7 7/8"
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BEARING PLATE

SCALE : NTS
ANCHOR ASSEMBLY3

ROD DIAMETER AS REQUIRED

BY ENGINEER'S DESIGN

12" 12"

BEARING CHANNEL - 1'-0" LONG

FOR USE WITH DOUBLE

BACK - UP BEAM DEADMAN

W

H

2 3/4" X 2 3/4" X 1/4"
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ANCHOR ROD
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SCALE : NTS
DOUBLE BACK-UP BEAM5

NOTE: ANCHOR RODS ARE 3/4" ALL THREAD, 15' LONG

INSTALLED AT APPROX. 8' SPACING OR EVERY 4TH

SHEET. USE PLATIPUS-BAT ANCHORS (B06T OR EQUIVALENT)


